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disgo Video FUN Introduction

Thank you for purchasing the disgo video FUN. We at disgo are convinced you will get hours

of fun and enjoyment from your product. Our commitment is to always focus on the fun
element of technology and try to ensure our products give simplicity in terms of functionality
and enjoyment to all the family. Thanks once again for purchasing and enjoy using your disgo
video FUN.
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Notes

To ensure correct and safe use of disgo Video FUN it is important to read these notes

carefully. This will also ensure you receive the best performance and prolong the life of the

camcorder.

" Do not expose the camera directly to sunlight in order to avoid damaging the image sensor.

- Do not expose the camera to moisture, sand, dust, or sea water environments. These
environments may damage the camera.

" Ensure the camera is kept in a cool, dry and well ventilated environment.

" If the camera is out of use for long periods, ensure the batteries are removed. Follow the
operating instructions to ensure proper and safe camera operation.

" If dirt comes in contact with the external part of the camera or lens, please use a soft and
clean lint free cloth and wipe it gently. If the camera lens comes in contact with sand,
gently blow away the sand; do not use a cloth to wipe it as it may scratch the lens.

If it is necessary to clean the lens surface, first blow away any sand or dust, then use clean

optical cloth to gently wipe the lens. If necessary you can use an optical lens cleaner. DO
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NOT use organic solvent to clean the camera.

" Do not touch the lens surface.

- External SD and MMC cards are made of precise electronic elements. The following may
cause data loss or corruption:
1. The storage card is improperly used.
. The storage card is bent, dropped or damaged.
The storage card is exposed to heat, moisture and direct sunshine.

There is a static release or electro magnetic field near the storage card.
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When the digital camcorder or the computer is accessing the storage card (for
example: reading, writing or formatting), and the storage card is taken out or the digital
camcorder power is interrupted.

6. The metal contacts on the card are touched by fingers or metal objects.

7. The storage card is beyond its service life. (Please buy a new storage card regularly.)

" To switch between the LCD display and the external video equipment, exit the Play or

Record mode first.



" When saving files the external memory (SD/MMC), the size of the files cannot exceed the

capacity of the memory.
" This digital camcorder is suitable to be used under temperatures between 0 to 40

(32 to 104 ). Do not expose the digital camcorder to extremely high temperature, for

example leaving it in a parked car on a sunny day, or in an extremely moist environment.
To prevent condensation on the digital camera do not subject it to extremes of temperature,
for example moving it from a cold place into a warm place. Seal it in a plastic bag when
moving it between these types of environments and only remove from the plastic bag when
the device has reached the temperature of the warm room, or vice versa.

"~ TV programs, movies, music, pictures and other resources may be subject to copyright
protection. Shooting or using such resources without permission may lead to violation of
the copyright regulations. Please note that resources are protected by copyright and can

only be used in compliance with copyright regulations.



System requirements

For best performance with your disgo Video FUN it is recommended to use higher

specification computer systems.

The minimum system requirements are as following:

Operating System Microsoft Windows 2000, XP, Vista

CPU Above Intel Pentium 166MHz or CPU of equal
performance

RAM Above 128 MB

Sound/Display Card DirectX 8 or higher version

CD Driver 4 x or above

Hard Disk space 500 MB or above

USB Free USB 1.1 or USB 2.0 port
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Quick Start
" Install the battery
1. disgo Video FUN uses 3 AAA batteries. To change the battery, turn off power first.
2. Open the battery lid, insert batteries ensuring they are placed in correctly, and close lid.
" Install SD/MMC card
1. disgo Video FUN supports SD and MMC card (maximum supported capacity up to 2GB).
2. Turn off the power. Insert the SD/MMC storage card in the correct direction.
3. When using the memory card, the built-in memory will be disabled.
4. To remove the storage card, turn off the digital camera and press the SD/MMC storage
card downward to release and then remove it.
Note |. Before replacing the storage card, turn off the power of camera.
Note Il: Please insert the card according to direction shown on the symbol near the
storage card slot. To avoid damaging the camera or the memory card do not apply a lot of

force when inserting.



" Turn on camera

1. Press and hold the POWER key. LCD will start to open and display the screen.
2. If the camera is not operated within 3 minutes, the camera will automatically power off to

save battery power. (The user may also reset the time to power off the camera).
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Function of Keys

Left/ Self Timer/
Previous file/ Rewind |

Video Recorder/
Digital Still Camera/ —I
Voice Recorder/ Playback

Up/ Zoom in

Right/ Power Saving/
Next File/ Forward

= I— Setup/ Mode Setting

Record/ Shutter/ Play/ Pause/ Stop

Down/ Zoom out/
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Stop (in Playback mode)
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Recorder Stlll(ggrg)e a Recorder Playback
Record - Record Play
Stop - Shutter - Stop Pause
Video playback: Rewind
- Self timer - Image playback: Previous
file
_ . Power . Power Video playback: Forward
Power saving saving saving 1X |
Image playback: Next file
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LCD Monitor Information

The indicators shown below may display on the LCD when videos and pictures are recorded.

Please note: Memory card must be inserted in order
to record your Videos, Photos and Voice clips. If the
disgo Video FUN is powered on without the memory
card inserted, please restart your disgo Video FUN
after inserting the memory card.
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(1)

Record Mode

Video Record Mode

Picture Capture Mode (Scene Mode)

Voice Record Mode

(2) | Quality
Picture: Fine / Standard / Economy
(3) Size: 1.3M(only in Picture Capture Mode)/VGA/QVGA
(4) | Number of images or time of recording that can still be taken at current resolution.
(5) SD card Internal Memory (not recommended for
inserted recording)
(6) White Balance +2.0EV EV(-2.0~+2.0)
(7) Battery indicator  full power / medium power / low power / power empty
(8) Self-timer enabled
(9) Burst
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Video Recorder

1. disgo Video FUN automatically starts in the video recorder mode when it is powered on.
2. Press  once to begin shooting; the timer will start counting on the screen. Press

again to stop shooting.

Video Setting:

Size VGA/ QVGA
EV +2.0~-2.0
White Balance Auto/ Daylight/ Cloudy/ Tungsten/ Fluorescent

Note I. If the memory is full, the LCD will display “Memory Full” and it is not possible to
record any more.
Note Il: If the battery is low while recording, the LCD will display “Low Power” several times

then stop recording.
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Digital Still Camera (DSC)

1. Press the key to enter DSC mode (the screen will show “A” on top right corner
indicating “Auto” scene* by default).

2. Press to capture picture.

3. Press tozoominimage or to zoom out.

4. Press to set self timer; press  to switch to power saving mode.

5. To adjust the DSC setting, press the key to enter setup page.
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DSC Setting:

Size 1.3M/ VGA/ QVGA

Quality Fine/ Standard/ Economy

Scene Mode Auto/ Sport/ Night/ Portrait/ Landscape/ Backlight
EV +2.0~-2.0

White Balance Auto/ Daylight/ Cloudy/ Tungsten/ Fluorescent
ISO Auto/ 100/ 200

Colour Standard/ Vivid/ Sepia/ Monochrome
Saturation High/ Normal/ Low

Sharpness Hard/ Normal/ Soft

Preview On/ Off

Time Stamp Off/ Date Only/ Date & Time

Self Timer Off/ 10s/ 2s/ 10+2s

Burst Off/On
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Voice Recorder

1. Press the key to enter Voice Recorder mode (the screen will show a microphone

image).

2. Press  once to start recording voice. The timer on the bottom right of screen will

show when recording starts.

3. Press again to stop recording voice.
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Select and Playback Recorded Files

1. Press the key to enter Playback mode (the screen will show | |on top right corner®).

2. Press or to select from recorded/captured files.
3. Press  once to playback recorded video/voice. Press again to pause.

4. Press to stop playing the video/voice. Press  to fast forward (2X) the recorded

video/voice clip.

5. Press  to enter setup page to select from playback options or adjust the setting of the

camera.
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Playback options:

Delete Singe/ All/ Select
Protect Singe/ All/ Select
Thumbnail On/ Off

Volume 1~8

. To playback captured image or recorded voice

:ﬁ: To playback recorded video

Note I: While the video or voice is being played, press to rewind then press  to play
forward. The screen will show “RW 1X” indicating the file is being rewound. “FW 1X”
will be shown indicating the file is being played forward.

Note Il: The user can always press the key to enter the setup page to adjust the setting of
the camera.
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Setup options:

Format Cancel/ Execute

Beep On/ Off

Language English

Auto Off 1min/ 3min/ 5min/ Off

Sys. Reset Cancel/ Execute

Light Freq. 60Hz/ 50Hz

TV Output NTSC/ PAL

Date Input Off/ Set (YYYY/MM/DD; DD/MM/YYYY; MM/DD/YYYY)
USB PC Cam/ Disk Drive/ Printer
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Connecting to a computer

You can transfer pictures, videos, and voice recordings stored on your disgo Video FUN to a
computer and send them to friends or post them on websites. disgo Video FUN can be used

as a PC Cam or Mass Storage Device when being connected to the PC.

A) Mass Storage Device Mode (Disk Drive Mode)

1. Connect the computer and camcorder with the supplied USB cable.

2. When disgo Video FUN is connected to the PC the default mode is Mass Storage Mode.

3. Transfer pictures, videos or voice recordings to your PC as a mass storage device without
a driver.

B) PC Camera Mode

Press  to enter setup page. Move to “USB” then select “PC Cam”. When connecting disgo

Video FUN to a computer as a PC Cam for the first time, you should install a driver on the

computer. The driver is enclosed on the CD-ROM disc provided in the package. To install the
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driver, please follow the instructions below.

1. Please note serial number on CD-ROM.
2. Insert the CD-ROM into the computer's CD-ROM drive. The auto-run screen will appear.
3. Click "Install Device Driver." Follow the on-screen instructions to complete the installation.

Depending on your operating system, you may have to restart your computer after
installing the driver.

NOTE: To use disgo Video FUN as a mass storage device after you have manually set the
device to the “PC Cam” mode, disconnect your disgo Video FUN from PC, power it

on and press  to enter “USB” in the setup page to switch from “PC Cam” back to
“Disk Drive”.
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Installing Bundled Software-VP EYE 6.0 PLUS

" Installation
Attention: Make sure to install the software and driver BEFORE plugging the camera into a
USB port.

Insert the VP-EYE software CD into the CD-ROM drive of your computer.
The installation programme will run automatically. If the installation does not auto play,

please run "Setup.exe" from the CD-ROM's root directory to install. Please follow the steps

below to install.
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Software installation- VP EYE

Autorun: Click "Next" to
continue

Acceptance of License
Agreement: Choose “I
accept the terms of the
license agreement" and click
"Next" to continue.
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Serial Number: Enter user
information and serial
number then click "Next" to
continue. (Serial number
can be found on the CD-
ROM)



Programme Installation:
Select the programme(s)
required or deselect the
one(s) not needed, then
click "Next" to continue.

Selecting Programme Folder:

Select the existing folder or
rename a new folder to add
the programmes installed.
Then click "Next".
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Copying files to PC & installation
completed Click "Finish" to end
programme installation.



" Software installation-Driver
The Install Shield Wizard will run Webcam Driver setup automatically after VP-EYES

programme installation.

Click "Next" to continue. Driver installation
completed: When Driver
installation is completed,
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restart the PC, click
"Finish" then plug the
Webcam.

Saving and Deleting disgo Video FUN filesto yourP  C

After connecting the disgo Video Fun, a new window below will appear (below).

The recorded files in disgo Video Fun will be seen on the “Image Download Utility” window
(see zone A).

You may download images, voice recordings and videos to the PC by clicking on the file name
once and then clicking “Download”.

You may also delete files from the device on the “Image Download Utility” window by clicking
on the file name once and then clicking “Delete”.

For the use of PC cam only, you may ignore the “Image Download Utility” by pressing “Exit”.
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Using your disgo Video FUN as a PC Cam

To start using VP-EYE 6.0 Plus, simply connect your disgo Video FUN to the computer then
click the “Start” menu from the bottom left of the screen. Select VP-EYE and choose from any
of the following programmes from the VP-EYE folder.

- Photo EZ

- Photo Greeting Cards

- Photo Special Effects

- Video E-mail

- Video Monitor

- VP-EYE 6.0

Please follow the steps below to view the detailed user guide of VP-EYE.

1. Click the “Start” menu then select the VP-EYE folder.
2. Click on “VP-EYE 6.0” then the VP-EYE 6.0 window will appear.
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3. Click the green gquestion mark on the window (marked by the arrow) to view the full
user guide of VP-EYE 6.0.

Hardware installation
Webcam Connection - Plug the Webcam to the PC after you installed the software and

drivers.
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Specification

Image Sensor

CMOS 300K Pixels

Display

1.5" TFT Display

Video Resolution

HI: 640*480(VGA)
LO: 320%240(QVGA)

Video Frame Rate

VGA 18fps (default)
QVGA 25fps

Image Resolution

HI: 1280x960 (1.3MP Interpolated)
MID: 640x480 (VGA) (default)
LO: 320x240 (QVGA)

Exposure

+2.0~-2.0

White Balance

Auto/Daylight/Cloudy/Fluorescent/Tungsten
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Internal Memory

8MB SDRAM (not recommended for recording)

External Memory

SD/MMC card slot supported (Up to 2GB)

File Format

JPG/AVI

USB Interface

USB 1.1

Display Languages

English

Power Supply

AAA*3 Battery (1.5V)

Dimension

103mm x 50mm x 21mm

Weight

67.8g (without battery)

32




